
Maintenance Guide

CAUTION: Steel edges can be sharp, use caution during assembly. 
Hardware includes small pieces, keep out of reach of children.
Shift Space Design LLC is not responsible for the misuse of these products.
CARE: Use a soft damp cloth and mild detergent to wipe clean, avoid harsh chemicals or abrasives. 
Stainless steel cleaner is recommended, read manufacturer’s instructions.
WARRANTY: (1) year limited warranty covers any defects in materials or workmanship.

HARDWARE *A-C NOT INCLUDED* 

A. Galvanized Iron, 90 Degree Elbow 
    Connector, 3/4” NPT Female
B. FOR 12” CONNECTION
        9” Standard-Wall Galvanized Steel 
        Pipe, Threaded on Both Ends, 
        3/4” Pipe Size
    FOR 6” CONNECTION
        3” Standard-Wall Galvanized Steel 
        Pipe, Threaded on Both Ends, 
        3/4” Pipe Size
C. Pipe Coupling, 3/4”
D. Arrowhead Part No. 302SATLF
    Hose Bibb

12”W x 24”L x 46”HSIZE

Stainless SteelMATERIAL
18GAUGE

Made from recycled material
LEED qualification: MR 4

SUSTAINABILITY

Standard 58 gal. capacity
Designed and fabricated in Pennsylvania, USA
1 year limited warranty
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Overflow Leave faucet open for drainage

Questions? Call or email us @
267.536.5321

hello@shiftmakes.com
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