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Jackson Stacking Chair
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SITE SEATING
JACKSON STACKING CHAIR
Part 1

General
1. Summary
A. Section Includes:
1. Chairs.
2. Submittals
A. Provide submittals in accordance with Section 01 33 00 – Submittal Procedures.
B. Product data:
1. Manufacturer’s standard product literature.
2. Shop drawings.
3. Installation instructions.
4. Maintenance instructions.
C. Submit powdercoat finish samples for approval.
3. Quality Assurance
A. Manufacturer Qualifications: Minimum 10 years experience in the manufacture of site furniture. 
B. Product Support: Products are supported with complete engineering drawings.
C. Production: Orders are filled within an 8-12 week schedule.
4. Delivery, Storage and Handling
A. Delivery:  Deliver materials to site in manufacturer’s original, unopened containers and packaging, with labels clearly identifying product name and manufacturer.
B. Storage: Store materials in clean, dry area in accordance with manufacturer’s instructions.  Keep materials in manufacturer’s original, unopened containers and packaging until installation.
C. Handling:  Protect materials and finish during handling and installation to prevent damage.
5. Warranty
A. Provide manufacturer’s standard warranty.
1. Warranty terms: one year from date of invoice against defects in materials and workmanship.
Part 2

Products
1. Manufacturer
A. Basis-of-design product: 
provide chair assemblies based on the product named:
1. Jackson Stacking Chair by SHIFT.
Manufacturer Contact:
Shift Space Design, LLC.
3060 W Jefferson St.
Philadelphia, PA 19106
1. phone: +1 267.536.5321
email: sales@shiftmakes.com 
website: www.shiftmakes.com 
B. Chairs
1. Materials:
a. Chair frames: aluminum.
1. Seats and seat backs: aluminum.
1. Glides: non-marking plastic.
2. Finishes:
a. Chair Frame and seat: polyester powdercoat (Select one option below):
1) Standard Texture from SHIFT Powdercoat Chart.
2) Custom RAL powdercoat color.
3. Dimensions (Select model(s) below):
a. Jackson Stacking Chair (assembly): 20.3” overall width, 20.1” overall depth, 31.” height.
4. Weight: 
a. Jackson Stacking Chair (assembly): 
1. backless, aluminum: 242.3 lb 
b. Jackson Stacking Chair (ADA assembly):
1. backless, aluminum: 223.5 lb
5. Mounting (Choose one below):
a. Freestanding.
b. Surface mount. Provide threaded anchors and stainless steel mounting screws.
Part 3

Execution
1. Examination
A. Verify that substrates are stable and capable of supporting the weight of items covered under this section.
B. Verify that substrates have been adequately prepared to securely anchor those items that will be surface mounted.
2. Installation
A. Install according to the manufacturer’s installation instructions.
B. Install in conformance to applicable ADA guidelines and End User’s established accessibility policies.
END OF SECTION
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